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Instructions for Use 

No-Till Seeder – Truax FlexII 812RD 

The Truax Drill is made available by the Conservation District to encourage and promote soil and water 

conservation by promoting no-till planting as a way to reduce soil erosion and water quality.  

Rental cost: 

There will be a $50 deposit required along with a signed and dated rental agreement form which, once 

received, will put you on the schedule for use. This deposit will be used towards the full bill payment. 

The rental cost: 1-10 acres: $12/acre, More than 10 acres: $10/acre, Minimum charge $50.00 

The drill is rented in 3 day blocks; however you are encouraged to return the drill to the district once 

you are finished using it which will allow us to let the next user know it is available. 

There will be a $25 per day late fee added to the final payment total starting on the 4th day after pick up. 

Inclement weather will be assessed. Please call the district office if return is after hours to confirm your 

return date.  

Make Checks payable to: Beaver County Conservation District. Send to: Beaver County Conservation 

District, 156 Cowpath Road, Aliquippa, PA 15001 

Payment in full along with the payment invoice will be due within 30 days from the time you are finished 

using the drill. Failure to make full payment will prohibit you from using the seeder in the future.  

For any reason that your check is returned to us you will be charged a $35 return check fee.  

Scheduling:  

Due to high demand, please try to schedule before planting season. You will not be on the schedule until 

the No-Till Equipment rental agreement and maintenance fee are submitted to the District.  

No-Till Rental Agreement forms can be obtained from the District website 

(www.beavercountyconservationdistrict.org) or by contacting the Beaver County Conservation district at 

724-378-1701 

Scheduling is done on a first come first served basis. We cannot guarantee that the seeder will be 

available on the days that you requested.  

We will notify you when the seeder is ready for pick up and each operator is responsible for pick up and 

return to the district office. Exception: the district will deliver the drill upon first time use. Due to 

changes in weather, we will do our best at scheduling you for your chosen dates.  

If your field is not ready for planting, call the District Office. Scheduling could be adjusted to 

accommodate for the delay.  

http://www.beavercountyconservationdistrict.org/


Transporting:  

Transportation of the drill requires a minimum 50hp tractor or ¾ ton heavy duty truck equipped with 

hitch and adequate towing capacity.  

You will need to provide your own hitch pin (1 inch diameter x 6 ¼ inches minimum length).  

You are required to have a 4 pin flat trailer connector to insure brake lights/turn signals are working. 

Ensure cylinder lock blocks are removed and stored in holders on frame. 

Disengage the drive unit on the right rear wheel. 

Secure safety chains and trailer connector for the brake lights before hauling. 

The maximum on road speed is 25 MPH. No interstate-highway hauling.  

Block wheels before detaching from truck or tractor. 

During use:  

Before using the drill, inspect drill for maintenance issues and record the starting acreage meter reading 

on the transfer card located in the toolbox attached to the drill. 

You are responsible for any damage to the seeder. 

No fertilizer is to be used in the drill.  

Raise the drill before turning or backing up. This is extremely important.  

Any problems or questions about the machine, call the district office at 724-378-1701. 

Please take care of the drill as if it were your own, while the drill is on the farm, it needs to be covered 

or stored inside.  

If you are finished with the drill before the 3-day period is up, you are encouraged to return the drill to 

the District as soon as you are finished – this will allow us to notify the next user that the Drill is 

available.    

After Use:  

Clean out leftover seed from drill boxes and meters. Make sure there is no seed tubes or seed boots that 

are plugged. Use vacuum where necessary.  

Ensure cylinder lock blocks are properly installed on cylinder rods in transport mode. 

Disengage the drive unit on the right rear wheel. 

Block wheels before detaching machine from tractor. 

After using the drill, record the final acreage meter reading and perform inspection of machinery for 

maintenance issues.  


